
Magnaflow 440 Pump
Spa & Whirlpool
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High performance pump for whirlpool & spa 
In our Magnaflow 440 pump 
range you will find both single 
speed and 2-speed models. 

Excellent flow performance
This unique pump offers excellent 
flow performance for large whirl-
pool applications and spas with 
multiple features and jets.

Therapy and filtration in one
The 2-speed Magnaflow pump 
can be used for therapy at high 

speed and filtration at low speed.

Drain connections
The pumps are supplied with 
center suction and 3 drain con-
nections to ensure total drainage 
upon mounting angle.

Recommendation
Use the 2-speed model together 
with our System 500 Digital to 
control all functions in your spa 
including hydro massage and fil-

ter pump (filtration at low speed).

Approvals
The Magnaflow 440 pumps 
are TÜV approved according to 
European norms EN60335-1 and 
EN60335-2-41 with focus on 
EN60335-2-60 where relevant.

System 500 digital 
Spa controller

Buttress 3” thread 
2-speed models 

Excellent performance Electronic and pneumatic models 

Thermal protection 

Supplied with 2 m cable 
Ingress protection: IPx5 



Magnaflow 440 Pump

Balboa Water Group | Your Single  Source Supplier

Performance curves
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Dimensions in mm
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Dimensions in mm

20-4409V2 & 20-44091V2
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Dimensions in mm

Model overview
Article no. Power P2 V/Hz Phase
 kW HP

20-4409V2 1.50 2.00 230/50 Single
20-44091V2 1.50 2.00 230/50 Single
20-44092V2 1.10 1.50 230/50 Single


